PU FOAM

A BOND WITH FG SLURRY 280 PLY TOP
SPLICE TO
\ NOSE SIDES
o— ONm BULKHEAD ,
PITOT POT QQ S
CUT 25 DIAXS0 O )
RECESS IN FOAM
SEAL WITH RESIN O
BOND IN 6 MM DIA TUBE | | OQ
TO CONNECT TO ASI PIPE 195 | O BULKHEAD 1
CUT OUT
NOSE FAIRING NOSE BULKHEAD / \
3MM OKOUME PLY AR\
VIEW LOOKING
CUT OUT FwD ASSY JIG
//FDR NOSE SPRUCE CORNER
2 o~ g LEG o : BLOCK
N — ﬁ/ ASSY INSTRUCTIONS
25 1 GLUE SIDE AND FLOOR PANELS
TO CORNER BLOCKS
165 RADIUS AFTER 2 STAPLE TO ASSY JIGS AS SHOWN
GLUING 3 FIT PLY TOP PANEL SPLICE TO SIDES
FLOOR PANEL SIDE PANEL LOWER CORNER STAPLE TO JIGS CLAMP SPLICE JOINT

4 WHEN GLUE HARDENS RUN FILLET 0OF
FG/CHOP STRAND ROUND FRONT JOINT

S LAY 25 FG TAPE ROUND INSIDE FACE
AT REAR

6 LAY UP S0OMM FG TAPE JOINING NOSE BH
TO SIDE AND TOP PANELS

7 LAY UP 133G FG CLOTH CONTINUALLY OVER

INSIDE FACES OVERLAP ANY JOINTS 23MM
\: 8 PULL OUT STAPLES TRIM OFF REAR PROTRUSIONS

ALL 1,6 MM PANELS 1,6MM OKOUME PLY

400

9 REMOVE FROM JIG

10 OFFER UP TO FUSELAGE AND TRIM TO FIT

11 ATTACH PU FOAM SLABS TO NOSE WITH FG SLURRY
DO NOT APPLY FG SLURRY 25MM FROM
OUTER EDGE TO ASSIST SANDING TO FINAL SHAPE

12 APPLY FG SLURRY FILLER TO OUTSIDE AND SAND
TO FINAL SHAPE

13 LAY UP 135G FG CLOTH OVER OUTSIDE OVERLAP
ANY JOINTS 235MM

250 14 AALL%IT_I\]IJATIVELY MAKE A PLUG AND CONSTRUCT

550

350

BULKHEAD 1 CUT OUT JIG BULKHEAD 1
6MM BIRCH PLY MAKE FROM CUT OUT M\/\/9B—89

NUSE FAIRING




